

DECLARATION OF PERFORMANCE
no. 2-09-12-25





1. Unique identification code of the product:
NOVERA HYDROFLEX
Flexible waterproofing membrane
2. Intended use:
As a base waterproofing layer under protective coatings and ceramic claddings fixed with adhesives.
3. Manufacturer:
NOVERA Technologies s.r.o. Václavské námĕsti 772/2, Nové Mĕsto, 110 00 Praha 1; Czech Republic
4. Distributors:
Not applicable
5. Systems of AVCP:
System 4
[bookmark: _GoBack]System 3 - Waterproofing
6. Harmonized standard: EN 14891:2017-03 “Water-impermeable products applied in liquid form under ceramic tiles fixed with adhesives. Requirements, test methods, assessment and verification of constancy of performance, classification, and marking.”
Notified body: Laboratorium Chemii Budowlanej EFEKT Sp. z o.o. ; AB 1703
European Assessment Document: Not applicable
European Technical Assessment: Not applicable
Technical Assessment Body: Not applicable
Notified body: Not applicable
7. Declared performances
	Essential characteristics
	Performance
	Harmonized technical specification

	Initial adhesion
	≥0.5 N/mm²
	EN 14891:2017-03

	Adhesion after water conditioning
	≥0.5 N/mm²
	

	Adhesion after thermal aging
	≥0.5 N/mm²
	

	Adhesion after freeze-thaw cycles
	≥0.5 N/mm²
	

	Adhesion after conditioning in lime water
	≥0.5 N/mm²
	

	Watertightness
	No penetration
	

	Crack bridging ability under standard conditions
	≥0.75 mm
	



The performance of the product identified above is in conformity with the set of declared performance/s. This declaration of performance is issued, in accordance with Regulation (EU) No 305/2011, under the sole responsibility of the manufacturer identified above.
          Signed on behalf of the manufacturer:                                                          
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